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Ningbo Zhanyue Hydraulic Technology Co., Ltd.

Beyonix

ZY-SP16-20 JEfiE, 218,

(D)

ZY-SP16-20 seat valve, 2-way, (normally closed)
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Proportional, solenoid-actuated, 2-way, seated, normally closed,
hydraulic threaded cartridge valves for shut-off or load holding applica-
tions requiring low leakage.
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When the power is off, ZY-SP16-20 is regarded as a one-way valve,
allowing the oil to flow from (1 to 2 and stopping the oil from flowing
from @ to @M. When energized, the passage from @ to @ will be opened.
The flow is proportional to the current applied to the coil. The emergency
manual control option can also change the flow rate. Note: If lower
voltages are used on the machine, a 12 or 24V system requires a 10 or
20 V coil, respectively.
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Operating Pressure: 250 bar

Flow: Up to 265 Ipm (70 gpm),see performance curves
Dither/Pulse Frequency: 100 to 400 HZ

Hysteresis: Less than 5% below 60% of I-max., Less than 10%
above 60% of I-max

Maximum Control Current: 1.2 amps

Max internal leakage: 5 drops per minute at rated pressure
Temperature range:-40 ° C to 120 ° C, standard nitrile seal
Fluids: Mineral-based or synthetics with lubricating properties at
viscosities of 7.4 to 420 cSt (50 to 2000 sus);

Cavity: ZY-VC16-2;
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ZY-SP16-20
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¥ FEATURES: 17935 TO ORDER:
o ZRRBE A TAE. - - -
e ZY-SP16-20
« R TEEA.
« i IPBIK Bk E HILEH. (o%%n)
o B AT : b 2P ¢35 (VDC)
i \Eﬁ?j% i MNAaFE Y Termination(VDC)Std.Coil
o ToEA L. WAy DS Dual Spades XU 4% 3k
r“;?; DG DIN 43650
S WVEaTE M DL Leadwires S£(2)
* The coil is suitable for DL/W Leads w/Weather-Pack®
continuous operation. Connectors T2k, 7 %4
» Manual override option. DR Deutsch DT04-2P
* Optional waterproof E-Coils e
rated up to IP69K. (Porting) &R r TeDrglli?s?:ttiwoB%a-Cz)E-CO“
: Eff|0|ent. wet-armature (For ordering valve block (IP69K Rated)/% & bttt
construction. models, see:6.0.0.00) e
* Industry common cavity. TR B 55 . 6.0.0.00 et tel b
(Seals) & w4k}
Buna N(Sta)
TR (bRHER) N HJE Voltage
(Fluorocarbon)®i%fx  V 0  TZkkE(Less Coil)
10 10 VDC
12 12 VDC
20 20vDC
24  24VDC
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